
D. 1. CARBON ADSORPTION MONITORI~-cccc-~OG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORII\__.LOG FOR DAILY AND OUARTERL Y 

Condition D.l.i 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

___ j 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is _detected as stated below under Note. 
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D. 'I. CARBON ADSORPTION MONITORINciLOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORt LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when brea!~through is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOR!!\~ ~..OG 
FOR DAILY AND QUARTERLY 

Condition D. 1.10 Carl:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once pei" shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: r) , 
-

--- ---~ 

J 

. . . -· --.--------··-·
···~-----------

·------------1 

~ .. -~~~a '~ /Time: (1/ !.'l-- ---------------------------------~ 

Monitor 10: 

Instrument Calibration Gases: 
~'/ '>\ \i I <"• ~~' , "'o 

,.,#}!..,Jr' t,.J 

Background Instrument Reading: 
Qc (~ 

Location of C-a-,rb_o_n--lr---Unit Status 

Control Device 

Inlet I "---1-a-u-st- ---~------\/is ual 

Insp. 

Carbon 

Replacement 
·sr.;e-n-t-carb'onPiaced in 1 

Roll Off Box No. for l 

Offsite Combustion I 

-·····--·--------------------I-------···--
-------LY.!.~L.

1
l?il!e1lme _ 

1 

---------··--------------ti ---1------ ---~ ! -=--- - --------1 
A I ,_.,- - 1 Vapor Recovery System: 

CARBON OR FLARE* 

SOS Shredder ·-----t--:: 

I ATDU I OWS 1
1 

Rumrling ~~~j-~-----~-1 ~---·--·----.::.:T _____________ ., __________________________ +----------------------=t·--=· 

-
~ I .. -1 ?'JII,.t_::> 

i . . ~ . 

A--::---re-a----::-8-~-----=T-a_n_
k_s __ 5_2_,-5-3,-5-4_~----,.,..,_ =-=--.,.......j.----l--=-- -------------------------------' 

j (Tanks 02 throu h 04 --------/ 

Distillation Unit /('t.lnning' 

~--------------
Tank 51 

I Running 

Tank 55 

-

Revised 2/10/09 



·.: 

D. 1. CARBON ADSORPTION MONITORII'vo/LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOR!~ 
LOG FOR DAILY AND QUARTI::KCr -

Condition D. I .1 0 Carl:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORII\!o toG FOR DAILY AND QUARTERLY 

Condition D.1. 10 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOR!~,;.;~ LOG FOR DAILY AND QUARTERLY 

Condition D. I .1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITORINv LOG FOR DAIC rKrh ... - -· 

ndition 0.1.1 0 Caroon Adsorber/Canister Monitoring 

>ndition 0.1.17 Record Keeping Requirements (c) 

~~shall d
ocument compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

1d the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOR!~..
.., LoG FOR DAILY AND QuFw..-. -· 

)ndition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

ondition 0.1.17 Record Keeping Requirements (c) 

Cl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

nd the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 'I. CARBON ADSORPTION MONITORII\ _ LOG FOR DAILY AND QUAK.I1::ru::, -

Condition D. I. I 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated b~low under Note. 
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D. 1. CARBON ADSORPTION MONITORII\lo LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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Control Device Location of Carbon Unit -Status I Inlet E 

l-:-::---=-----=----:----+-:::::---;----,.--
=----·1 

--- .. 

Vapor Recovery System: Running 1 Down 

CARBON OR FLARE* 
v/ 

SDS Shredder Runn-ing·- Down 

ATDU I OWS 
Running 

Area 8 ~- Tanks 52,53,54 Running 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 
Runnin_g 

1---------- --~/7--~--~~----
-~~-r-~---"--

Tank 55 
Runn!_r;~g 

v 

xhaust i Visual Carbon Spent Carbon Placed in I 
··------------- ·r··------------------------------l---

--------------------·--·--------------
---, 

Insp. Replacement Roll Off Box No. for i 

Offsite Combustion / 

-.------···-t-· ~-~·~L~~N _ _l)"ti .. ~ Time __ 
i 

---,--------~---.:..-. ~~ 
---- ---- 1 -·-

________ __J 

+ (' ----~----'-~-~r~----+~ --------i 
l--;;;-· 
__ LL~-

-
----~-----

L--~------
--~--L·--·

-······· 
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D. 1. CARBON ADSORPTION MONITORINb LOG FOR DAILY ANu L~u;:--.,..., __ = 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of ~~~p~~tion
: .-. -~-Time: 

i< -~-~:·-~- --------··--·-·--"··· 

{ z'f·/l . ~. --~ . 
J · •J j l 

1 
-------.--... -

Shift: (First o~~-~1- .. r 
0 

":::_,}_· __ _ 

Monitor ID: 

Instrument Calibration (3as~s: , 

I; ,~ h l'V -1 v" / cc ~c __ JJ2C2f£[_"J_ ... ____ _ 

Background Instrument Reading: 

Location of Carbon 

Control Device 

··-----· 
Unit Status Inlet Exhaust 

--,-·----\lis u al 

Insp. 

Carbon 

Replacement 

Vapor Recovery System: Runnin!;J i Down 

·sp_e_n_t -carbo--n-Pt
ac_e_d~·n 

Roll Off Box No. for 

Offsite Combustion 

---t--··-.. ··-··--.. --.. ----·--·--
··l·---............ -------~--Y!!'

L ... ,.Q.~~~-·-)J_me 
~ . . 

~ -1 
,_"'\ .--~, 

/',./ 

CARBON OR FLARE* 
/ 

SDS Shredd 
Ru-~,€1 I Down 

ATDU/OWS 

Area 8 ~ - Tanks 52,53,54 

Tanks 02 throuqh 04 

Distillation Unit 

Tank 51 

Tank 55 
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Runnil].9/ I Down 

Runnil)9 
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D. 1. CARBON ADSORPTION MONITORII\v LOG FOR DAILY AND QUART!::KL 1- -

Condition 0.1. 10 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

::t:·:;~~~f~~m~; -~-=P!4 --~~j 
Shift: (First or Second) 

' 

1..-.~+ 

Monitor ID: ., 

_______ 11_L 
LOG_' -·----................ -.. 

Instrument Calibration Gases: 
I 

I 

Background Instrument Reading: , C) 

Location of Carbon 

Control Device I 

Offsite Combustion . I 

--D-n-it·statUST--,-,.;,et -·----Exhaust -----~-----y~~~~I 
--~~~:~~-:-.:

 -l ~~~n-6-~-~~~-~-~~~~d in l 

I 1 

• 
Y/N Date Time 

1 

l---
----

----
---1

----
~--r

-
. .. ..... ·-----

·-------.. --.. 1.---........ - -------t-- __ , ____ ,-- -- ---~-
----

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder ·------+~-Ru
m 

ATDU/OWS 

----

Ru~ 

........... --f...............
....... -! ................ _,,., ______ _ 

Do 

' 

Ru~~ 1 Down 

. I . -, "'1 L. ,1. L-- I \._/ i ~ ~·ili"
 [ ------1- t I 

Tank 55 
Ru7- Down --~}

 --·----·-·----~ r; b I. ---~ f0 ·-~--=- I ~- _ -----~ 

-
I --~ --~--:::-j _________ -+_::..: J - -- I ·' _____ .. l ____ ~ ______ ___] 

Tank 51 
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D. 1. CARBON ADSORPTION MONlTORIN-.. ~OG FOR DAILY AND QUARTERCY -

Condition 0.1.1 0 Cari:{on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.Ll4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
·· 

J--_ 
; J ""- {_,) 'l-""--/::1' i 0 .___:_· ---

Date ofJnspection: (/~Time: 
~ ----~---~~-------

--------

,. "' ;' {') / ' " 

<;."" /'\ / -~ ;g:;}/t/ l 

ci ( '\ J I l ~' •l ·"'"~u/~ 
"""' V {_/ .{ J -~·-3-~---~-~----·

-~~--* 

Shift: {First or~ry.fi} 
,~ 1 

f--------·--
--~)-"<-" <-' ,;;.:,.t.;L'l {j -·-·----------·-------

·------·-

Monitor ID: 
c.,_ 

Instrument Calibration Gases: 
' .i (. 

l 0 ZU? 1/1/7 

~ IJ () b\,~Tv . e_.vt e -r< 
.,._,_ ____ l_:~ __ !_j_ __ ......... -~ ... _ . .__. ___ ._, 

Background Instrument Reading: '"" () 

f--- Location of Carbon / Unit ·statUSJ-1nlet j ·---Exhaust T-Visual ~--,·--c-ar't>On --"-

Control Device 
1 

Insp. Replacement 

, - r . 
________ ... __ .. _______ j___ -----f~

.~e_fme 
. ···~ 

-+-·..L-.. --~--t---l-- - ·- ------~~ 

·-spent carbonP1aced in 1 
I 

Roll Off Box No. for 

Offsite Combustion 

~·--l 

_ ____1 ___ ::_ __ _: __ !:::: ....... ~ _..~-__~ ~n-
_j 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Colldition,_,D .1 .1 0 Carbon Adsorber/Canister Monitoring 

Cohcfition 0.1.17 Record Keeping Requirements (c) 

/ ::_.~~;>-

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

~v:(\ lc;~:;:r:e_\ 

Date of ln~ection: 
/Time: 

}0/'t ( 

; 
.~ 

Shift: (First or~ F:r I . 0:5 i-

Monitor ID: 
/Vl. r\ IZ..c, ~ )OQ() 

Instrument Calibration Gases: 

J"c;r. 1-,c, f.v/e_,o( 

Background Instrument Reading: o,d 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: R/g 
Down -- A fl' 

CARBON OR FLARE* 
- - ~

 --

SDS Shredder R~g 
Down 0 A 

/I-, 
v _.--, 

~ 

I -

ATDU/OWS Ru.~ng 
Down 

'~ 15] 
A 

CJ -~ J 
;v ~ - ---

Area 8 - - Tanks 52,53,54 Ru~ing 
Down 

1 :c1D Lt. 6 A 
(Tanks 02 through 04} 

JJ ~ / 
/~ 

I Distillation Unit Ru~ng 
Down I (5, 1 A .rJ 

51 -715 0 

-
I 

~ 

I 

i Tank 51 
Ru~ng 

Down ,\ 0 4 ;J ,-- / 

Tank 55 
Ru~g 

Down 
I 

~ 

I 

' 
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D. 1. CARBON ADSORPTION MONITORII\_~
 LOG FOR DAILY AND QUARTEkL y-

Condition 0.1. I 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distiliation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breal<through is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

!Inspector: __;- / //"1 d ,_) 
1 

.·/" 
----·--··-~ 

/ f IL , ~ "'""~, • T . .:;:..ci-~-~-:---.""'-, /~-~~-
~~~~----------~~ 

,~, (I (_)ff·' l ""! / 

- ) ---·-
~"'--

"--· .... ~····-···········•<>·•·
···; 

i 

f-------
------'"

"-5G_r,f) •1. lj 

Monitor 10: 

Instrument Calibration Gas~s: 

,_~.-) ._J__iw a 

::-1-·.-, o n ,,_ 1 j} 1 c \"\ \,___. 

Background Instrument Reading: ;:r"'t, 
'._/ ( v 

Location of Carbon I Unit Status 

Control Device 

Inlet Exhaust ---·--visual 

Insp. 

Carbon Spent Carbon Placed in 1 

------------------
------1--·------ ------·----:---1

 

Offsite Combustion 
Replacement Roll Off Box No.~or 

--- ----- _______ J ____ . -------1_:-'IN __ ll<;!<>_f:•t- . 

Vapor Recovery System: Run/' I Down 

./'""=-~~, 

CARBON OR /L-filRE* 
f 
~ / 

RunninTI Down 
ll

.... -~-
1 

-----·------·--=-- ~ . ~ 

I 
" -------------·--·------~·-...:::::: ___ ,_ ...... -i----- .... L.L. ____ LiiL ... I-······~--~----··---·- -----~==-==------_j

 

"' v~• '>-' 
-~'- - -4--- ' UU->---.----=--i-=----===-

------~ 
~1- ---~1 

I 

SDS Shredde c/ 

ATDU/OWS 
I Runni!J-S I Down 

L 
Area 8 ~-Tanks 52,53,54 I Runn)"g 1 Down 

Tanks 02 through 04} 
,/ 

Distillation Unit j Run/g I Down 

_l-

Tank 51 
jRU~r 

I Down 

Tank 55 
I Run,~ I Down 

~------· ______ ) 
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D. 1. CARBON ADSORPTION MONITORil"'"' LOG FOR DAILY AND QUAR ft:rtl.- 1 -

Condition 0.1. 1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
I 

1------....Li·-'--'\:.::;...·:
, ',,(,\ \"i: \ i ,' 

'i \,i 

' 

Date of lnspe2tion: J Time: ---------·· ----------·--
--~ 

-~~~-'-
-------

--L....
-------

-'--'__
,_:_5.-

-------
-------

! 

Shift: (First or Second) 

' 

I 

Monitor ID: 

Instrument Calibration Gases: 

l 

t:·.,,,, ,, ·~ \:,\,J;)""•~_;~ 

Background Instrument Reading: 

Area 8 --Tanks 52,53,54 

(Tanks 02 throu~h 04) 

Distillation Unit 

Tank 51 
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D. i. CARBON ADSORPTION MONITORI
~o LOG FOR DAILY AND QUAK rc~ .... - _ 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitor·ing 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Date of lns~;>~t}~n
: 1 

lUI IiI l ( 

1-------'--=-

Shift: (First or Second) 

Monitor 10: -

Instrument Calibration Gases: 
So 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: Running j Down 

Inlet 

Carbon 

Replacement 

Date Time 

CARBON OR FLARE* 
···-· 

f-·-··-·····--
-------l----·

·--··-··----··
·-------l---2

--------l----
---f--·--

··---~~ 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 
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Run!).i-ftg I Down 

~ 

R~n}ng 

R~ 



D. 1. CARBON ADSORPTION MONITORII\i.., LOG FOR DAILY AND QUAK T~:.;t'\:,_ .- _ 

Condition D. 1.10 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -
-

. -----~ 

,: \1~,· c\ \'"~ tJ ,~ ' ,-( /' > t\;, -;· 
. . 

J 

Date ~f lnspe'<Ji~n:
' ' . 'I Ti,:,e: -·-- --- ..... 1 

\\ 

l-·,,:•"-- ·--··---~-
-- .! 

Shift: {First or Second) 

; 

Monitor 10: 
/\/\ . ·"·": , G· ,~ .. , .. ·· """~, ·' :·""_. 

r-,-n-st_r_u_m_e_n
_t___f_C.~Ilbratfo

~ Gas~s;~ -_.c;;_.-----

! 

; ·~-: ". c (. < . . !~ t~ ~- ~,,-- __ ;"<_ &~\G,-*~ y"':- :-~:/\ 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Unit status Inlet 

Visual --~---C-ar
bon ----

·spent CarbonPiac-ed in l 

Insp. Replacement Roll Off Box No. for i 

Offsite Combustion j 

YIN Date 

• 

~~-,~--
4~-----

---~---
-------

-------
----J--

-······
·------

-f-----
---,---

~~--~C~
~j 

--~ 
Vapor Recovery System: 

CARBON OR FLARE* 
----+

-

SDS Shredder 

ATDU/OWS 

-- ---l 

I 

-----------
-----------

-~---------
1 

ID~n 

I 

-+----+--------+--------
----------f'------·-f---

-----·--·~-~---+--------
·'------------J---------

-----+---------+--------
----·-·---------------·-

---------·-·----l 

Down 

---

------------~ 

Tank 51 

I 

_ 1 Down 1 
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D. 1. CARBON ADSORPTION MONITORII. --~LOG FOR DAILY A1'11..r~,~ 

Condition 0.1.1 0 Cart?on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: /1) 1/ fi) L 
·1'-IC..-f\ y'A oMO 

--
~ 

Date of lnsf?ectiJn: . J_Time: 

10/12 II _1 

Shift: (First or SecondJ 

Sec.cnd 

MonitoriD:M 
1 
fl; f<qe zooo 

Instrument Calibration Gases: 
\ 

/30BuTYC..ENE PPM. 
.. --. ...................... _______ ......................... , 

t:Sack:ground Instrument Reading· 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATOUI OWS 

Area 8 - - Tanks 52,53,54 

(Tanks 02 through 04) 

Distillation Unit 

Tank 51 

Tank 55 

L...... 

I 
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• 0 
Unit Status ~--fillet 

Running l Down 
;---· 

~ -

I 

I 
! 
t 

____ l ___ _ 
Exhaust Visual 

Insp. 

---··-----------
---1 --------

----
-~--

~ 

Carbon Spent Carbon Pla~ed in : 

Replacement ) Roll Off Box No. for-•. l· 
Offsite Combustion "' -

,YIN Date Time 

, 

Runn-ing 

---------------
---

----- ------- ---r--- ----- ·-····· ... ··1~----
, 

------;··-------+·~ t~l~~~ =
- -·-~ 

Down 

---- ----T- --, -A----i-~ -\----- --·=t-=· 
.. L 

--·-·5~7-+A_A I ~~=y.~~~
l 

46
2_ ___ _j 

175 v 
RuVg 

Down 

4% I f 

Running Down · T 

J 32561 
Running Down 

l./'" 
Down 

3~\';L\ 
Running 

t 
57 j 

Ru~ 
I Down , ____ 

l~Q~ -



D. 1. CARBON ADSORPTION MONITORII'IJGLOG FOR DAILY AND Q-UAt~.J~:.n..
. _ 

Condition D.l. 10 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-

· ·- ----~ 
i 

,' '· '·" ,,Ju H"' ,, ''::J .. ---~-----·········-------·---------·
------·····-~! 

Date of InSpection: 
Time: 

\(} ~ 1t.c.- \1 

,~;::, .tnV\ ------
-··· ..... i 

Shift: {First or Second) 

· 

Monitor 10: 
:'>/\ (~_ K. c~ ~; "~ <·:t t'\ c: f ~ 

Instrument Calibration Gases: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

Running i Down 

SDS Shredder 

v/ 
Ru-nnipg --

-----+-::: 

ATDU/OWS 

Area 8 -- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 
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\l 
/~yY 

Runn)ng 

RunnJng 
__ ,/.( 

v 
Runnipg 

/ 
Runnjng 

Inlet 
Exhaust Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORII\
J~e> LOG FOR DAILY AND QvF, H. 

Condition 0.1.1 0 Car/:lon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

-
··-· 

Inspector: 

------··'-1 
I 

Date of ln~_P_7c_~!o
r 1: 

/ Time: ;:~ ._,,~_-:-··-_ ······
·-····----·-_ ··-. -----, 

'o···. I I ·. \ l l \ 

. ? ('! \" ,(,_4' 
! 

Shift: (FirSt0
r

2

S~c~7d) 
. . ··----·---···· i 

... 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument l/ 
•,,~ .. " } 

Location of Carbon 

Control Device 

Offsite Combustion j 

Unit Status 1\ Inlet 

1

! ------E-xhaust --~---~~~~~~ 
~--~:~:~~-o;;-

e~~ -- --~~~n-6-~-~~~-~-
~-.~~-~~d in 1 

I 
i 

Y/N Date Time 

' 

1-:-:~A:-a_:_:_:--=:::-e-=
_:_v_:_:_:--=:-::-:-*s--=t

:-e-m-:--t-;;;R:-u-~--=~i:
-:-;-.. /,}--;:D;:-o-w_n_i____ ...................... ------l-- ----- !- --------

--- -~- --~--- ----
-

I 

SDS Shredder 
Ru,;:-<))n9 ·-1 Down -----1-----···--+- \ ~ -~~-~---- ~----------~~ 

ATDU/OWS 
Runni9g 

,"' 

'~0''' 

Area 8 --Tanks 52,53,54 Runni!)0 

Tanks 02 throu h 04 -.. /• 

Distillation Unit 
Runni}lg 

"'=-'// 

Tank 51 
Rur;'_oing 
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D. 1. CARBON ADSORPTION MONITOR!!\ . t-OG FOR DAlLY AND QUARTEKL r 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

------------~ 

,.,~ 

__J_ 

--------------··1 

Shift: (First or Second) 

Monitor 10: 

Instrument Calibration Gases: 

: P'\ ~ ,~\ g \ !(' l•;( '"1 \,C~,/LC ,~: } -,"-3:<..< -~~--·~--~-·~m·~--~·--_.,
,._~~W 

Background Instrument Readir:tg: 

Location of Carbon 

Control Device 

·' Unit Status 

-----------·-·------
-----------------· 

Visual 

Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~---exhau
st 

1-v-a-p-or_R_e_c_o-ve-ry-sy-s-te_m_:-+-=R-un-n:--ing ___ ___,_l-::o::-o-wn-r --=1~- -~--. j _lt I_ i\ 
1 

I 

CARBON OR FLARE* 
V// 

---i- ~ ,/~ 
__j 

~lng I:::: ~~~=-:=+·-j-· ~~=r-./-· --t~t~=~~
~±--~-=-----_=j 

--------------------, 
.. -

YIN Date Time 
---

Runninp--

~ 
Runninp 

j/ 
l'"' 

·. II Down If I '\ > II ,_:~2 __ _t ____ l:_/ lL_~-~~----~_:, ---~ <:~~L !_______ I ---·--- ----------------------------- I 

l'llr}g Down ...... .~. 1 
;, 

l .. l + ~ 

ning I Down I'"" -~f /. -~. I 1 ~~·::... l F ---~---....'4.....--t--~
--i----r-------~--

--~~ 
I 

_________ ] 
Runninp 

li-
R(fnnino 

;/" 
,. 

_, __ 
Runninp 

# // 

LL-
Running I Down 

Tank 55 
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D. ·1. CARBON ADSORPTION MONITORIN,__ .... OG FOR DAILY AND-C1LJArct~..
f\.,_ .- _ 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnspectipn: 

! t_." .. / J Ll / / l 
") ~:._'% \" 

" ' ' ' \ . 

:,, ' ,,.,,_,_~--·
······-·'""'

'i 

Shift: (First or Second) 
'··· . . .. 1 
·v~:·( , I ,<, ( ,j 

.:\-.-~.<- '~-""- f I -1 
~---· ·---· 

' 

Monitor ID: 

Instrument Calibration Gase~; 

Background Instrument Reading: 
'"''"h"'" 

Unit Status 

Location of Carbon ·---.. ·-· ~-----· Inlet Exhaust 

Control Device 

'·· 

.. -, .. ---·-·-.. -· r--·-.. -·-·-----·-
Visual Carbon 

Insp. Replacement 

-·-.. -~--
-.. --.---·-·-

--:---, 

Spent Carbon Placed in 1 
I 

Roll Off Box No. for 

Offsite Combustion 

Running i Down 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder ----r1-==Runnip9 -1 Down 

YIN Date Time 

--·-------··-·-~=-~=-:=,===
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D. 1. CARBON ADSORPTION MONITORIN~.;
;. i..OG FOR DAllY AND1.!Uf.\r-..-• ........ 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated bt;:)low under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: \ 

Date of .lnsP~ali~n·' 
' r·-r'-""'--'i:n"-''e~:--- --==--= 

Shift: (First or Second) 
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·-····--·····
-------··-·-
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/(!): ... l"'·:r:r .. l\:y. 

Background lnstruril&nt Reading:;{ ----·· -·----···--·-·--·····----··-·
·· 

1----- Location of Carbon I Unit Status 

Control Device 

--· ---~
---

--~-----·-------
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--·-·
- ... _ .. ____ _ 
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Insp. Replacement Roll Off Box No. for 
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~=~k~ .0; ;~~:~ ~20~3,54 Ru~;Jng Down 

~=~-r-==--
=~=- I 

Distillation Unit 
Down 

1 

~ I 

Inlet 
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D. 1. CARBON ADSORPTION MONITORiNG LOG FOR DAILY Af\Iu ClvAn .-

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: _ 1 1
1 ~-

"' j / /) I 
\~ !' \_,(j,l,~(J 

---
--

Date of Inspection: {I ·--

/ /"'I 

/ I') I 
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Monitor ID: [J 
~/ . 
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Y''- {)'- G 
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_ _Y.{~----- Date. r· Offsite CooxbNo~t::~r- I I 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

CopditiC:lflcD.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohcliilon D _ 1. i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon 
Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
Running Down 

-
.~· I 

ATDU/OWS 
Running Down 

~ 
' 

... -~
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Area 8 --Tanks 52,53,54 Runni9g Down 

Tanks 02 throu h 04 "-/ 

-
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"'// 
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._/ 
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Tank 55 
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_.--/ 
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D. 'I. CARBON ADSORPTION MONITOR!~-... L
OG FOR DAILY AND QUARTER[ Y -

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is .detected as stated below under Note . 

!2-_1.14 CARBON ADSORPTION SYSTEM INSPECTION 

·-~
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Inspector: Te) L G t~-~'/V-1 . .......:· G=-·· _'J.......:"r -- -----·--.. ·-···-------. -------.. 
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- '-------

-·----------------
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'""> o,,~ 
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\/ 

SDS Shredder 
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·/ !,./ 
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,,/ 
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Area 8 ~-Tanks 52,53,54 Runni9d I Down 

Tanks 02 throu h 04 
{./ 

Distillation Unit 
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t./ 
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~ I~ 
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--·. - . 
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1 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILy AND QUARTERLY 

ConditiorcD.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohditfon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
J\1 :-r:::; ('{ "5 

Date of Inspection: !Time: 
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Background Instrument Reading: 
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Control Device 
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D. '1. CARBON ADSORPTION MONITOR!~~- ~OG
 FOR DA!L Y AND QUARTERI Y -

Condition 0.1. i 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breal~through
 is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: __,-Lc) ( Ov·A./?+
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.......... , 

Date oflns~ect::~: , 
'
1 I Tim._e_: __ _ 

Shift: (First or~) <j ::" 
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v, ) 

__ ,. ___ 2,_:::__._ __ 

Monitor 10: 

Instrument Calibration Gases: 

/"'' b. • l, '/ lj _. '" f' 
{ .f' !") t~~~? yl/1 

~ _. ...,..... t "- ~\ '\_.. 
.,,,/ '-" lj .. \ 

Background Instrument Reading: ··---·-··-····-··---····· 
.. ·-·-··--

h-- Location of Carbon I Unit St;tus I Inlet I _, __ Exhaust 

Control Device 

-·~--Visual 

Insp. Offsite Combustion --~~~~~~~e~~f~~n6;i
~~~~~~;d in I 

YIN Date Time 
__ 

Vapor Recove_ry System: RunninJ¥' · Down 

__ " ____ ---~-~ _ --
_j 

.$"""'~ 
/ 

..___.-

=-

t_\ \ 
/ 

-

_cA_R_s_o_N_o_R~rL_~Rtf 
l~;-r- .. -·--·-·-------·"

·--.... -"" ______ -·--" 
--- ± ·- ---~--, 1 

1 
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_ ¢'-" 

t i') I - I ---

/1)9 I Down I .. :.''-:.', I ~~------+-~---+-----
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D. 1. CARBON ADSORPTION MONITOR!~,. ~
OG FOR DAILY AND QUARTERLY -

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is _detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
--

. ~--"·'>·-~·---

Inspector:" 

Monitor 10: 
il; /k ~ 

R.rtJL~J 
"''?:£!t) ;" 

_l\/ \ ,~· '(}_. i / 1' 0 ----~~---
·-·· 

Instrument Calibration Gases: , 

i~d(~ ~ f'r't' t -~. · ·r: +'.·. (<:\.:.:...-\ ________________________ 

Background lnst ument Readmg~; t 
>"- ' 

Location of Carbon --Unit status j~t 
-----Ex-haust ------,.----Visual 

Control Device 

Insp. 

------------------------
---1------------------------

------· 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 
-- Rw1n-if!_w:-

---~-··
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--

SDS Shredder 
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/' 
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v 

Area 8 --Tanks 52,53,54 Runnil).g 
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v 
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~/ 
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/ 
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-
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D. 1. CARBON ADSORPTION MONITOR!!\ ~-.OG FOR DAILY AND QUARTERLY 

Condition D. i. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
PA1 ('.,,'VIr~. 

ff , t "-" ""'" ~. W,__..;~ '\_,) 

1-D_a_t_e_o_f_l n-s-p--"--j--"-~.:_,tf=P-lne:-~-/'--1-1-~·-T-i m_e_:_'--~·. -~~-~~~~
;~~\ -~----~::~·-· 

Shift: (First or i~~~~V -----
Monitor ID: 

- • - ---
··--·-···--···1 

Instrument Calibration Gases: 

1---------------'-l c=0c..:c0-=d3=;u_l \V_,_I L.E/'J_f: __ _LQ~~~---... 

Background Instrument Reading: 

Location of Carbon I Unit Status 

Control Device 
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I 
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~~+-=--~~ - ' . ----1 

I 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi9nrD.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohditfon D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Monitor 10: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
~ 

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

~ 

ATDU/OWS 
Running Down 

v/ 

--

Area 8 -- Tanks 52,53,54 Running Down 

V'/' 
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Tanks 02 throu h 04 

Distillation Unit Running Down 
/ 

-

~ 

Tank 51 
Runnil)g Down ~ '""/ 

Tank 55 R/rfg Down 

~ 

----- ---------

Revised 2/10/09 



r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r-----·T---~ :~, .;JPl~/ 
1 , ·::+fifl'-· 
r·--~·_;;L: 

r-

r 

r 

r 

r 

r 

r .. 

, 

D. 1. CARBON ADSORPTION MONITORif\Jv LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breahJhrough is .detected as stated below under Note. 
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D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
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· --------
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Date of Inspection: 
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Monitor ID: 
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Instrument Calibration Gases: 
-J ~ fl 

1-- /)/?/"~•'' 

~..-- __;; ,-y n ·-; 'J ... \ ; -r~ if\ ~ 
! ·O ·i'f} }' fj ·.r .. · l • 1 

~ '" / """ ' ~~ " ~" -
'- - -" ·-~----f·-·· .-.. -·---~-·--···-------~-

-"'-"' 

Background Instrument Reading: 

~---------
---------~

 

Location of Carbon Unit Status Inlet Exhaust 

Control Device 

Va,por Recovery System: 

6~;~~~ OR FL~~-E*---+-:::--
r$hre 

Tank 55 

Revised 2/10/09 

----··----~~~~~~ r-~:~:~~:e~~---T~~~n~
~~~~~~~~~;d inl 

Offsite Combustion 



r 

r 

r: 

r 

r 

r 

r-r 

r. 

r , 
r 

r 

r , 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r 

r :::::::::::::;:;::::::::::::: 

r 

r 

r 

0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

CortditioncD .1.1 0 Carbon Adsorber/Canister Monitoring 

Cohditfon 0.1.17 Record Keeping Requirements (c) 

··:~.:_:::::; 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

location of Carbon I Unit Status I Inlet 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder I Runn~ I Down 

~ 

ATDU/OWS 
1 Running I Down 

~/ 

Area 8-- Tanks 52,53,54 I Running I Down 

Tanks 02 through 04 

Distillation Unit 
Running Down 

,_#',/ 

Tank 51 
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Tank 55 ~~~9 
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D. 1. CARBON ADSORPTION MONITOR
I~LOG FOR DAILY AND QUARTERLY 

Condition D. 1.10 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

Spent Carbon P[aced J-· 
Roll Off Box No. for 

Offsite Combustion 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distiltation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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D. 1. CARBON ADSORPTION MONITOR!~:..... LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Caroon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is _detected as stated below under Note. 
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Inspector: , /) .~ ----------·--

1 I .. --r ../) e ol L ,lt~4""" l o 
Date of Inspection: . ~-T-im_e_: _______________ ···--·-··---·---·-----·--··--

(0,l '-~0 /·/ / _ () 0 1 

Shift: lFit·~ or Second) ---------·--··--····· ···········1 
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Visual 
Insp. 

Carbon 
Replacement 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

__ :,:......:::::.._.--J~-------------··----,-- - 1\J..... -- -- - - :==-=-----~ 

-- --j - ----- I 
I 

I 

-~- J ·---~------
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi<:mrD.1.1 0 Carbon Adsorber/Canister Monitoring 

CO'hditf~n 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibrati.on Gases: ~ 
t so t;c:rrY LEtut:=,-

Background Instrument Reading· 

I location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Runn;ng I Down 

CARBON OR FLARE* 

SDS Shredder I Running I Down 
~-" 

ATDU/OWS IR~ Down 

Area 8-- Tanks 52,53,54 Running Down 

Tanks 02 through 04} 
(_// 

Distillation Unit Running Down 
[_.,// 

Tank 51 Running Down 

Tank 55 Ru~ I Down 
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I Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

--·-----~ 

.----
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D. 1. CARBON ADSORPTION MONITORir\._ ~OG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION_SYSTEM INSPECTION 

Inspector: ) l' . l 
<:- LY Co :r-./)1 

Date~~ }:~:l~~tion: =r·T--im_e_: __ . 

Shift: et or Se~ond)J 

_______ -Lt---'-'·.:_,/---"'').:_· !'--' ............ 
-------····----

----·---·----· 

Monitor 10: 

Instrument Calibration Gases: 
~~ t l ) l D/) 11.t1 

f--.------------"'~""
1-"'::;;~-tC+-' +P'-',.""'A~-~-.:....1'+;'-_:_.1_,-e..""';.'--/, -~ ___ LQf}J:Jl:__/ __ ~-L---

Background Instrument Readmg: 
/""::;"'\ /' '• 

~ ·----'·-"'/ {) 
Exhaust T~~s:p~~ 

Carbon 
Replacement 

Spent carbon?laced Trll 
Roll Off Box No. for 

Offsite Combustion 

Y /N Date Time 

........... - ...... ---. ---·-·+·-·-............. ----+--~--~--r=- ---
-l-----·--------,----1 --L-+~~=r ±~ ~;_-=~ 

... V"T I I v I I ""' . --·-----~----+--..l.-'----+L>< .. ;-----1·----·-·-~-==--- -·-------·--------··-----·-----~ 
------~ 
-- I 

I 

I 
_________ ] 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

ConditiortD.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohdition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
M ~rc'S 

Date of Inspection: /Time: 
f$; oO 411 /d/,ZJ ;( ( 

Shift: (First or ~) 
~ 

Monitor ID: 
,·0r' ~ (.._.d 

Instrument Calibration Gases: 1 r 

T5c/;;v-f'1l1/'fl .fot:..~oo~. 

Background Instrument Reading: 
I I u 

.Q 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down Jll ~ - k_ 
,.--- .~ -

CARBON OR FLARE* 

~ 

SDS Shredder Running Down 
)'le/j ILl n .~ 

~· -
I 

ATDU/OWS Running Down 

)15~ 5,} 4 y'/ _____..., -
(II 

-
Area 8 --Tanks 52,53,54 Running Down 

I) "11 
"-" 

A li\1 
{Tanks 02 through 04) Lr,'x 0 ·- ~ ~ 

Distillation Unit Running Down 
v 

r, 1 A7 }1'D?r () 4 -----
...- --

Tank 51 Running Down 4 AI IJ:sS I [ \ ( ------
.--- .__. 

Tank 55 Running Down 
1-'1 c.) JA !i/ - _.. 

f\_) 
~ I 

'"'-./ I 
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D. 1. CARBON ADSORPTION MONITOR!~- J....OG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is _detected as stated below under Note. 

Date of ln~pection: =rTime: ---·---- ----------------~-

~ ' f ) 

tr /1: l /1 
-S-h-'ift"-'-;_.,;F;-:c"i-r-'-r)t-, -'-o-r--S-e_c_c;>_n_d_) -- ---------------------

\:._.. r, 
Monitor ID: 

r' 

Instrument Calibration Gases: 
. ..-,--- ; J_ i /J r-~ "1/-! 

/~ <J i:: ~~ ./ t ( t:-v ~ ··---------.... C~i_~_: _ _:_ __ L 

Background Instrument Reading: 

Location of Carbon 

Control Device 
·) 

------, 

-'!Statu~'~~~~ 1 Y/N_Qe.1me f-~-=---- -. I 

Um ----------.---~-- -----~ : ·- __ ~- ------------1 
t-· --

' " ' . -~-- =l ---- --~--

·-·----Exhaust --·-·---Visual 

Insp. 

----------------
-------------]··

··--------------
--~ 

Carbon Spent Carbon Placed in 1 

Replacement Roll Off Box No. for 

Offsite Combustion 

,{ ____ ~J--

-~~~-~~-=~~---=-~~~ r-s---~= ~-== 
, V"-tl ! 

----~--~ 
·. I 

·---··- J 
----
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

ConditiC~n~D.1.1 0 Carbon Adsorber/Canister Monitoring 

CohditJon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

q-.. 

Monitor ID: 
. ' 

Instrument Calibration Gases: 

Background Instrument Reading: 
r 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: R7g 
Down 

CARBON OR FLARE* 

SDS Shredder Running Down 
___..---, 

ATDU/OWS Runni g Down -
Area 8 --Tanks 52,53,54 Ru/g Down 

Tanks 02 throu h 04 

Distillation Unit Rujg Down ---
Tank 51 

Running Down 

! 

f 

I 
I 

Tank 55 Runnin Down ----- I 
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D. 1. CARBON ADSORPTION MONITORII\-~-cc-~OG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Caroon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per· shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: --;-- j. /'~_ ~~ 
f t ~ \, ,o CJ i-o/l;f' I ~ 

Date of ln$p. e. ction: -v-r-T-im_e_: __ _ 

/;:13/it ___ L 
Shift: ®t or Sec,ond) 

;:,~ ,:;·~~r -.n.,.._ __ , --v•••--·-
·---•.,.--

--~--··-•-
1 

Monitor 10: 

Instrument Calibration Gases: 

Background instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 
""'~;::~"-

CARBON OR (LAReli< 

SDS ShredderC/ 

ATDU lOWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 
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···-unit Status 

Running I Down 

,/ 
t/" 

Runr7g -~ Down 

1; 

1 Runni11g J Down 

j 
Runnip9 I Down 

t/ 

Runni119 
j 

v 
1 Runnjg 

v 
l Running 

L/ 

Inlet 
---~,---·-·----·- r·-----·------------···----Visual Carbon 

Insp. Replacement Exhaust 

·····----------·----·---
-:------1 

Spent Carbon Placed in ' 

Roll Off Box No. for 

Offsite Combustion 

··--·····-·····----··-··l·-···············--·----~-Y..!.f
:J_ Q_<!!Tie __ 

1
_ Time _________ ----------------------, 

fv1 lc-j- -- J 

.--1~---·-······-··----·r--~~:~~ ~-- ___j~~ 
----~ 

-~-=-~=-==:_~~ 
----~ - ------- I 

I 

-~---_j 

--·-~-----
~--~ --~

- -------



D. 'I. CARBON ADSORPTION MONITOR
1

L_..; LOG FOR DAILY AND QUARTERLY 

Condition 0.1-1 0 Carqon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Untt, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: (~2_' cJ( (jl A t.s::>~-0 
---·----····· 

Date of lnspectio7: 
1
. -~-T-im~e:--

r--~---· _j o 2 Y II __L -

Shift: (First or Second) 1 

_______ s_)_e~c:::_o_IJ_cJ ----- --·····-····--···----------

Monitor 10: . 

~ f1 J n r (<~e 2oc)5 

Instrument Calibration Gases: 
1 SOf?,t_fTY cEt\..JE I ao 

Background Instrument Reading· 

~ 

- . -

Location of Carbon 

Control Device 

CARBON OR FLARE* 

Unit Status 

~ 

Inlet 

Vapor Recovery System: I Running I Down 

SDS Shredder -- Ru~- I Down ~-------------

ATDU/OWS I Running I Down 

~ 

Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02 throu h 04 
.___../" 

Distillation Unit R~ng Down 

Tank 51 1 R~!ng I Down 

Tank 55 IR~g I Down 
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t:xhaust Visual 
Insp. 

Carbon 
Replacement 

··spent carbonPiaced TrlJ 
Roll Off Box No. for 

Offsite Combustion 

··-·····-····--···----···-·--··l----·············-·-·-----f(:
~~-[!?_?_t.Ie Tim]e ______ _ -----------~ 

-~.A~--
J 

·------·-···-·
---·---------~

-------
- ---- - I 

Q -~--·-·----- I --- ................. .). ...... -_, ....... -------
----·-· ~--'·-·--- 1 1 1~ . ____ j_ _ __ __,_ __ 

·--·-·-----------j _____________ ...... t ....................... _ ------1-------------· 

--

----rz· --- ---"-:=E/;-rv · [ ±~· --------~ A --- - I 
__ i . I'~ ~ - _ .. --- : 

·------~- ______ ) 
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D. 1. CARBON ADSORPTION MONITORII\ LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breal<.through is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
. ----r---- . --------------

Inspector: 1 /·; s 

______ f---'e_=-o'----""l=···-=-r:.J _,_vv--'-'-1 _;:_-;;~___,r _ ----------·····-----------~-·-
Date of.lnsp_~ction: J j Time: 

1 ,-, , f / \, { 

. ~ { . ,, __ 1 I ·I I 
---·-------------------- .......... , 

Shift: ~9 or ~e~~nd} 
' 

Monitor 10: 17 rj/ .. " ],-, r·-
f · '--'-=-''--=L-~ -'-;e~_v __ v ______ _ 

Instrument Calibration Gases: 
. 'J.-''.' h f:, ~ ,1· f ~, n "' P_11,} !'/!/! 

,)L ..._/'-'"'- " '" ""' - ~ 
S' ' 'J 

Background Instrument Reading: ------ _, _______________ , 

Location of Carbon I - Unit Status Inlet Exhaust Visual 
Insp. 

---·-·--c;a·r-bon ------·-·spent carbonPiaced in 

Control Device 

CARBON OR FLARE* v' 
- -~ 

SOS Shredder Run~-- Down 
~-_ . ------ --------- / 

ATDU I OWS Runniytg Down --·----
-----· · · j 

J 
- - ---

Area 8 --Tanks 52,53,54 Runni g Down 
· ---- ...... - ·-·-····-··-·---------.. ·-· 

~=~~::~n~~~i~ h 
04 

Ru!,g Down 
_:::~_:: __ --===----~ 

Ru~~ Down 
__ ~~ ------1 

---~ 

I 

Run_ni~g Down 

j 

v· - .-
---~----

-

Tank 51 

Tank 55 
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D. 1. CARBON ADSORPTION MONITOt" •• ~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is _detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: lc) I/ ;;; 1 
~ · -·-------, 

~ JC"II" r(TLOfV1"' 

Date of lnspeclon~/ _ =rTime: 

1 a !2..;:::; rt 
r---------

---------

Shift: (First or Secol}d) 
s;ecand ........... ________ ,, ____________ _ 

Monitor ID: 
hoe 

Instrument Calibration Gases: 
1 s at?:liry LE.;IJ't:i:-: _____________________________ , 

Background Instrument Reading: 

Location of Carbon 

Control Device 

0 
_________ L.__.__ --~---- ·r-------------------------

Exhaust I Visual Carbon 

Insp. Replacement ---Un_i_t Status ~~Jet 

r--------~~---------------------------1----- _____ _ Y!~---- Q~!~--fme 

--Spent Carbon Placed in I 

Roll Off Box No. for 

Offsite Combustion 

'A '~I-
-----7\ ---- --- + -·-r-===----------- -'] 

--~~~-;-·-r·---TA_:__, -N--=- -~-t~-===, , 
-----'--f-----------------=--------r-------------------~----'--------------------,L\--r----------- ---_- -,--~ 

" - .. ~ I ~- -- c ----- ! - - -- ---1------------l-\ /0___ --=-+--=--- ---------·-==:: ______________________ _ 

-~ ~~J'_ A- ~r~T_~- ·--~1 

-----------'----------'-
---L--' CC-"~-+ [A_ _r:_;~-- ______ j 
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D. 1. CARBON ADSORPTION MON!TORif\~>LOG FOR DAILY AND QUARTERLY 

Condition 0.1. '1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is _detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:-~ / /) ~~ _ : ------~ 

/ Ik?/t I _A£! G !/i 

Date of lnspecti~p;>' {/ ~-T.;___im_e_: _____________ ..... ____ ... _____ . __________ l 
' /") ./f I . 

f'''", 

/="' t [). / ,_;'r ; ( ' 
L,,i 

--~~~ Shift: ~t or Second) ----------......... 

--~···--·-·-~A-0 .. --

Monitor ID: _ 

Instrument Calibration Gases: 1 .. 

- I .f 

/~ <t; r ~~ ; L- '-/~ 1 l '4? ,- ) f-:;; / tl ,_ l}/) .· -1!1 

!--------------_:-=--_;.,·-LJ· ..,j_/_::l;'_:o' ·;.:::·' :..l''-::t-Y---:1----..:::---."' ·~---~oo"::.o,OO~}A~.Jt.'.J!..__L_,. __ ., __ ~OO-O" ...... -", 

Background Instrument Reading! 
() 

Location of Carbon I ·-Unit s~-lnle1"-·---EXhau
st 

Control Device [ 

r-----=---------+--=:--::------.--=:---1 ......... _, _______ _ 

--··-----Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

··spent carbon ?laced in ) 

Roll Off Box No. for 

Offsite Combustion 

-· .. -·-.. ----r---______ J 
----- I 

' ·--'--'~---J~ .. ---.. --------.. ---,-----1------__!o;·---.J---L ........... -1--------+--=:--I-" I 

.................. ~ ........................................... _. __________________ ! 

10 I V"'Tl 
. c-. i ,,I ~) ---"-~---....... 1 '/~ ' '.~ ....... ) ............ ~_I__---J-l-"----1---=--t=~ ____ ___:__~ 

-- ' ' ' ' ',_/ -f--'-'---+L"--+-----1:.=------~-
-~ 

I 

....--- I - I ---=-----] 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

ConditiQ,n~D.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohcliikin D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 
li1

/ I 

Instrument Calibration Gases: 

i 

Background Instrument Reading: 
(:'), 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down ~ -~ 

: CARBON OR FLARE* 

SDS Shredder Runnil}g Down 
,__// 

- -

ATDU/OWS Runn~ng Down 
--~ 

0?' 

.. - __,_,.,='"'>-'
"""""'~ 

Area 8-- Tanks 52,53,54 R~g Down -· 
Tanks 02 throu h 04 

-· 

Distillation Unit Runnioo Down 

v 
~-- -

Tank 51 
Runn)Jlg Down 

.~ 

~/ 

.·-

Tank 55 R7g Down ~--
-~ 

-----------------
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D. 'I. CARBON ADSORPTION MONITORir\ _ L.OG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: j' ./' . f ·--····----, 
p J <:? / 

Date1~f1:~P~.cti~~ 
1 

c (I T·-im-e:-- ;-~;2_~=~--~~~---~---
. ·-- ~3::_/_ s ----~ ______ .,. __ ·-- --~------

Monitor 10: /~J /"" 
~~,-! {'; } /'\ ;'->"'! /o=,~ 

:/ '--· (,"':,_ c~ 'J~ <_) ~J ( ) 

Instrument Calibration Gases: 1 

J -~ r. b '/~ -f} · l e :1 ( £. ___ _ ___ QQ __ t?.t:::L._ 

Background Instrument Reading: /.:: .. \ 
v 

~ Lo~~~~r~lo~~~~~on / Unit status / Inlet f -·-- Exhaust ---!'---~~~~~~ --~:~:~~c;:;e~~-· ·-~~~~~:~!.~~~~
d Tr1l 

Vapor Recovery System: Running Down 

CARBON OR ~~~~E/) 
-~~ ~~-

- - --·~·· 

ATDU I OWS 
-- ---·-- , --- -=+= - -___ _ 

Do 

~--

Area 8 ·-Tanks 52 53 54 Running Down 

~~-
~--

' ' / 

~ 

~=~~=S~n~~~;~ h 
04 

Ru'")o/.1 oown 
- :::_ . -::::_ -~---===~- ------

Tank 51 
Run',g Down 

~~-- ~=---- -----------1 
---

I 

Runnipy Down 

-

v 
- 4~,~----j 

Tank 55 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

ConditiQnrD.1.1 0 Carbon Adsorber/Canister Monitoring 

CohcliifOn 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION -- -- - - ----

Inspector: 

Monitor ID: 
(V1 

Background Instrument Reading: 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down - -

1 
CARBON OR FLARE* 

1 SDS Shredder Running Down 

I 

~~ 

-·· - ~-~~
 

, ATDU/OWS Runnir)g 
-,,__../ 

Down ---

Area 8-- Tanks 52,53,54 R~ng Down 

Tanks 02 throu h 04 

- ~ ----~~ 

Distillation Unit Runrg Down 

~ 

- --

Tank 51 Ru~ng Down - ~ 

Tank 55 Ru~g Down 
-· 
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D. 1. CARBON ADSORPTION MONITORI!\~_-i..OG FOR DA!L Y AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per stlift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister wtlen breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date ~~~-~~~s~fWction: r Time: 

~'Ut·~·~"+=/ 1 '/{ ·------· 
....... 1 

Shift: ~t or S:_co~?) 
h <::,/ 

-.~--~-----
-_.,...,,, __ ... ~-~-"·-----···...........__,_1 

Monitor 10: 
' 

Instrument Calibration Gases: 
i J f !'' ; .. Cf/J . .Nl 

. .J-- <~;;, ( [} ~~ '~ ·'--'( ~/ '{_ l (..
1 G F:' rf* J !) 

···---·············-···-·--········.L·····-··-····· 

Background Instrument Reading: 

Location of Carbon 
Control Device 

... _Unit Status 
Visual "---·-··--·--·-···-- ---·­ ....... -----·----·-----;-:-----) 

Spent Carbon Placed in 1 

Insp. Roll Off Box No. for 

Offsite Combustion 

I ---- -··-----_ __]____ ---

-------=~~Ri:illiiiiil9Toov:m ----· ---) 

Vapor Recov~J:)f Sy~tem: - -- ------~--~);y--0----~--fJ ---~---· I 
1 CARBON OR (~eY 1 Rufml')9- Down -~-> ~- ----- ·-·- ______ . __ )'}_ ___ _ Bl __ +·· ----- -~ -· --= .-. 

sos Shredder ~~9 Down L"-+-:-- -r · _ ~- .. - _ ·-··· --------------· ~ 
Running I Down 

Runn)n9 
i/ 

Area 8 - -Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 
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Rumyri'g 
1/ 

Runnin,d 
vl 

Run~r 
i)/ " 

Running 
I I v 

I Down 

I Down 

I Down 

I Down 

-I 

=·r··------------·-····-------. I 

----·----j 
-L - -- - I 

"'----T- ______ ] 

----·---'--
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D. 1. CARBON ADSORPTION MONITORil"v LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carqon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is .detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: Jl) 1/ 0 - ----------

CJA.. rA:Lo,., 
Date of_lnslectipn: -/Time: 

I 0 ??;,-+/_1:_1,__ __ ___1_ _ ___ _ 

r-s_h_i_ft_: _<F_i_rs_t_o_r __ s_e_c_o_n_'k::::.....~ e=..::;:c:_.=_.c() d ________________________________ _ 
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~------------
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--------------------·---;-----, 
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D. 1. CARBON ADSORPTION MONITOR!!\.., lOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Cart>on Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
--·----

Date ~f Inspection: r-----l.Time: 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

I 

CortditioncD.1.1 0 Carbon Adsorber/Canister Monitoring 

C8hditTon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: .~ 

1 )orrcJ 
Date of Inspection: I Time: <:. r a' 

C1~ 

Shift: (First or ~d) 

Monitor 10: 
;11 ( 1\ I \Zvr( 0(/[) 
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Area 8-- Tanks 52,53,54 Running Down 
~ N / / -
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0.1. CARBON ADSORPTION MONlTORINc::tLOG FOR DAILY AND QUARTERLY 

Condition D.l.l 0 Carpon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

___ / 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: . /) 1 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition"D. 1.1 0 Carbon Adsorber/Canister Monitoring 

Cohdition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 

Background Instrument Reading: n 
\J 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 
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I D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditipn~D.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohditfcin 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
------ -~-----

--- ---~-- ----

Inspector: 

Date of Inspection: 
! / ' 
I D I ''I 

Shift:~~ or ~~cond) 
,.r 

Monitor 10: 
!l-{... 

Instrument Calibration Gases: 
I 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Ru7 
Down 

/_,.,-~"~-., 
"----' 

__ , 
CARBON OR {FLARE 

~ -'- ~·· 

SDS Shredd Run~ Down ~ -
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Area 8 --Tanks 52,53,54 - ·-
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--- - '-
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Co[lditiQ!lrD.1.1 0 Carbon Adsorber/Canister Monitoring 

Cohditkin 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: 

-~-~ 

I I G 

Instrument Calibration Gases: 
l 

·"!?v I' 

Background Instrument Reading:! 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 
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'Tank 55 Runni Down ~ -
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